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Abstract 
The use of body-powered prostheses can be tiring and lead to further problems with compliance and prosthetic restoration. Brain-
Computer-Interfaces (BCI) offers a mean of controlling prostheses for patients that otherwise are unable to operate such devices 
due to physical limitations. An issue with BCIs is that they tend to either require invasive recording methods, posing a surgical 
risk, or work by generating control signals from not task related brain activity patterns such as right vs. left hand, hand vs. leg or 
visual stimulation and therefore are not intuitive in their control. This research aims to test the possibility of controlling the grasp 
and release of an upper limb prosthetic terminal device by classifying Electroencephalogram (EEG) data from real hand grasping 
and releasing movement. Data from five healthy subjects were recorded using a consumer grade non-invasive Emotiv EPOC 
headset. During the measurement the subjects were asked to perform isometric finger extension and flexion of their right hand. In 
order to bring the EEG data into correlation with the executed movement a simultaneous electromyogram (EMG) recording is 
proposed as an alternative method to recordings of visual cued movement. Classified EMG data was used to generate markers in 
the EEG data and to epoch the data. In order to increase the signal to noise ratio and allow better classification, the EEG data was 
filtered and spectrally weighted common spatial patterns (spec-CSP) were used for feature extraction. Using linear discriminant 
analysis a classification rate of up to 73.2% between grasp and release was achieved. In this work, a novel EMG-assisted 
approach has been developed for classification of EEG data from hand grasp and release movements. It shows feasibility for a 
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1. Introduction 
Brain Computer Interfaces (BCIs) present a direct link for communication between a human operator and a 
machine. By detecting the brains signals and interpreting them they allow generating control commands for external 
devices [1]. When used in prosthetics they can restore or replace function of damaged or lost limbs. Due to the direct 
connection to the brain, they can allow patients to control prosthesis even for patients with damaged nervous 
systems, for patients that lost the muscle used for the desired movement or even patients suffering from locked in 
syndrome [2]. The detection of the brain signals is performed either by recording of its electrical activity, or the 
related magnetic activity, though more imaging techniques such as radioactive markers exist [3]. Those based on 
electrical activity measure the electric field generated from active neurons or neuron-clusters associated with the 
mental task performed. Electrical recordings can further be divided into invasive and noninvasive setups. While 
invasive measurements allow a higher spatial resolution (up to a single neuron) [4], and are less affected by noise 
due to being inside the skull, they pose a surgical risk and require increased effort and cost. Noninvasive recordings 
(EEG) are performed by measuring the electric field on the patients scalp by means of electrodes. With the increased 
distance, mixing of multiple underlying sources and distortion in skull EEG provides a poor spatial resolution in the 
range of centimeters [5,6]. This limits them to the detection of rather large neuron clusters and increases the 
necessary post processing work. Their advantage lies in the noninvasive and therefore risks-free measurement as 
well as in easier recording setup and cheaper equipment needed. The time/spectral resolution for both invasive and 
noninvasive recordings (up to milliseconds) is very good and superior to other imaging techniques [3]. The control 
of prosthetic terminal devices via EEG based BCIs has been a well-researched topic over the last decade [7]. The 
brains signals related to movement or imagined movement are known to be dominant in the motor cortex of the 
brain. Oscillating processes (event related desynchronization and event related synchronization) occurring in specific 
frequency bands (mu 7-12Hz, beta 12-30Hz) related to movement [8,9] are found in those regions. Analysis show 
that specific body parts such as hands, feet, tongue can be linked to different areas on the motor cortex (known as the 
homunculus) [10,11], and therefore even with EEGs low spatial resolution can be distinguished. A number of studies 
show classifications between movement of right and left hand, hand and feet or movement to rest condition 
[12,13,14]. The ability to differentiate between those movements based on EEG readings then allows forming a 
binary control command for prosthesis. Other neurological phenomena as the SSVEP, based on classification of 
visually observed stimuli also allow a classification of different tasks based on EEG recordings that can then be used 
to form a command to control a prosthesis [15,16].  
In order to classify the signals there are two stages employed in this paper. During the first stage, the subject is 
instructed to perform the relevant tasks, while the brain activity is recorded with EEG. Based on those training trials, 
a filter is calculated to distinguish the tasks based on the EEG recording. In the second stage the filter can be applied 
to recordings of unknown trials, and it is tested if the classification made by the filter is correct. The instructions on 
what task to perform are usually given to the subject in a randomized order by either auditory or visual stimuli 
[12,13,17]. At the same time a marker is generated inside the continuous EEG data. Those markers allow extracting 
time frames related to the specific task needed to train/calculate the filter and classifier. 
2. Problem Statement and Research Goal 
The aim of this study is to investigate the feasibility of creating a BCI for control of an upper limb prosthetic 
terminal device. To allow risk free, cheap and easy setup it is based on the consumer grade EEG system Emotiv 
EPOC consisting of 14 electrodes and 2 reference channels.   
The approach most BCI research uses poses 2 different problems. The first comes from how markers are created 
based on stimuli or cue. When used for application in prosthetics, the BCI is to detect voluntary movement rather 
© 2016 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND license 
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than the reaction to a cue. Studies suggest that a difference in the EEG signal of cued and uncued movement can be 
found [18]. Training a classifier on uncued movement should therefore enhance classification rate. Further there are 
cue related EEG pattern, as a reaction to visual or auditory stimuli and their interpretation [19]. While they are not 
dominant in the motor cortex, we can help avoid them with uncued recordings. Often EEG recordings involve 
repetitive performance of a task by the subject. Ensuring stable data over large amounts of trials can be a problem 
due to subject fatigue, attention level or the specifics of how the task, for example hand movement is performed. 
Ensuring a stable task performance in timing and force is desired. 
Our first goal is to add markers into EEG data of voluntary movement tasks, while ensuring stable task 
performance of the subject. We propose a marker based on simultaneous EMG recordings on the subject. 
A second problem in studies aimed at BCI controlled prosthetics is the classification of movement, not related to 
the desired motion of the prosthesis. In a BCI-based prosthesis, the main function of opening and closing the 
prosthetic hand should be controlled by the brains intention to open and close said hand. Yet to our knowledge there 
are no published papers on the classification of these movements for use in prosthetics, or on the differences in their 
EEG pattern.  
The second goal of this study is to check classification rates for grasping versus release movement, using 
approaches common to similar movements. This would allow a more intuitive control. 
3. EMG based Marker 
Markers are used to link data to tasks or conditions. The reaction time to a given stimuli may differ based on the 
subjects attention level, and therefore the link between condition and data may contain an unknown. This is avoided 
by basing the marker on the condition directly. When looking at the application in prosthetics, a movement 
command to the prosthesis is given by the prosthesis-wearer. To capture this voluntary movement instead of 
movement as a response to a given instruction could increase the classification rate of those voluntary movements. 
Further this would reduce any environmental stimuli related activity in the EEG recording like the reaction to light, 
color or sound that is not related to the movement itself. While those influences are minimal in the motor cortex, 
studies on reacting to audible and visual stimulation show that reactions exist [19]. The main advantage is the ability 
to measure and compare the engagement in the task. While a subject reacting to visual cues might aim to react in the 
same way over a number of trials, this cannot be verified without measurement. This would further allow classifying 
the same movement/task into different levels of intensity, allowing better control over the prosthesis provided 
corresponding patterns in EEG can be found. The limitation of using real hand movement compared to often used 
imagined movement, holds the risk of introducing muscle artifacts to the data and limits direct applications for 
amputees. On the other hand, it is easier to supervise the recording and it does not require intensive subject training. 
After the brain formed the decision to move, electric impulses are sent to the muscle via the nerves. When these 
impulses reach the muscles motor end plate, the muscle is stimulated and an action potential is caused along the 
muscle fiber. Like with EEG, it is possible to detect the potential by measurement on the skin via electrodes. A pair 
of electrode placed alongside the muscle is reached by the action potential at different latencies, due to the slow 
propagation velocity of the muscle (~ 5 m/s) [20]. Due to this latency a differential amplifier between the two 
electrodes can detect the muscle activity. 
4. Methodology 
A subject is asked to perform isometric finger extension and flexion by grasping and releasing based on a visual 
cue. Though the initial aim was to work without cued movement, we decided it was needed to compare EMG based 
markers with traditional visual markers classifying the same EEG recording. EEG and EMG are recorded. Based on 
the EMG the movement can be detected and classified. This information is added into the EEG recording in form of 
markers. Markers based on the visual cue are included for comparison. From these labeled EEG recordings we can 
now extract epochs. These epochs are used to calculate a filter that enables to extract relevant features from the EEG 
and to calculate a classifier model for those features (Fig. 1). Filters and classifier are now checked for their 
classification rates. 
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The recording is performed on 10 male and 1 female subjects of age 20 to 36. All subjects are right-handed able 
bodied without prior neurological or musculoskeletal diseases. Only subjects able to produce reliable EMG markers 
were considered for EEG recording, leading to 5 male subjects aged 26 to 36. 
 
Fig. 1. A novel EMG-assisted approach has been developed for classification of EEG data from hand grasp and release movements. 
 
4.1. EMG Recording  
Two consumer grade EMG-sensors (Muscle Sensor v3 from advancer technologies) were deployed. There are 
two electrodes plus a reference electrode powered by +- 5V DC. The electrodes are placed on the forearm extensor 
and the forearm flexor, with the reference placed on the elbow and wrist. The sensor amplifies, rectifies and filters 
the raw signal [21], before sending an analog value to an Arduino Uno. The Arduino is used to convert the two 
analog signals into 10 bit digital signals at a sampling rate of 512Hz. The 2 mean values over 32 samples for each 
sensor are computed to be used for classification. To send the data to MATLAB via serial connection the resolution 
is reduced to 6bit. Labeled training sets of 300 mean values per sensor are recorded for resting condition, isometric 
finger extension and flexion of the right hand. Based on the training set a linear discriminant analysis (LDA) 
classifier with 2 feature inputs (2 sensor) and 3 class outputs (flex, extend, rest) is modeled. Due to the low 
complexity of the signal and the real-time requirement of the classification, LDA proved to be viable. During 
recording of unlabeled data, the class of the mean sensor values is predicted. The output class scoring the highest 
probability is noted down and compared to a 70% threshold. A change of the highest scoring class to a different 
class leads to a marker send to the Emotiv EPOC’s TestBench software via a virtual serial connection. An example 
of a recording is illustrated in (Fig. 2). 
Due to the Muscle Sensor v3s circuit design the system is strongly influenced by cable artifacts. To reduce these, 
the Arduino and sensors are mounted onto the subject’s hand, reducing cable length and cable movement. Further 
introducing noise into the recording of the training data can help to increase the robustness of the LDA classifier 
[22]. 
 
4.2. EEG Recording Setup 
After calibrating the EMG-sensors, the Emotiv EPOC is placed on the subjects head. Four of the front most 
electrodes are placed to cover the 10-20 system positions FC3, FC4, C1, and C2 on the motor cortex. The 10-20 
system is an often used standard for electrode positioning during EEG studies. The remaining electrodes positions 
are then measured. While this goes against the usual placement of the EPOC [23], it allows better coverage of motor 
cortex activity. Due to the rigid structure of the EPOC, there are slight deviations between 10-20 system and actual 
position. After good conductivity on all electrodes is ensured in the TestBench software, the marker generated from 
the EMG is included into TestBench and the EEG recording is started. The software and hardware during EEG 
recording are illustrated in Fig. 3. 
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Fig. 2. Illustration of received EMG data and classification. (a) Transmitted sensor data from Arduino. The blue line displays the averaged values 
recorded on the extensor muscle, the red line displays the averaged values recorded on the flexor muscle; (b)The transmitted data consisting of 
two values per sample time is displayed as a point on a 2D plane. Red, blue and yellow are training data with the color indicating the labels close, 
open and rest. Green points are the unlabeled data seen in figure 2a; (c) The probability for each sensor value pair to fall into one of the tree 
trained classes. Combined they add to 100%; (d) The final prediction to what class a sensor value pair belongs. The highest class from figure 2c is 
selected. A change in the predicted class leads to an EMG-marker generated. 3,2 and 1 represent classes rest, open and close. 
 
Fig. 3: Software and hardware during EEG recording. The time sequence of single EEG trial is illustrated on the right. 
 
The subjects are asked to perform resting, grasping and releasing movements, based on a visual stimuli presented 
to the subjects via a computer monitor (Fig. 4), and to hold those positions against resistance. The visual stimuli 
presented last four seconds and is embedded into a 10 second cycle including two seconds for baseline correction, 
and four seconds for the subject to relax the hand, blink and swallow .This way one hour (45min for subject two) of 
data is recorded and saved as .EDF file.  
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Fig. 4: Schematic of the recording procedure 
 
4.3. EEG Processing and Classification 
Recordings are loaded into the MATLAB plug-in EEGLAB. From the Emotiv EPOC's 35 recorded channels, the 
14 EEG data channels are extracted. Based on the measured electrode locations a .loc file is generated and added to 
the dataset. Signals are high-pass filtered using a FIR-filter with 1Hz cutoff to remove DC components and slow 
drift from the signal. Visual inspection is then used to check for channel values indicating loss of contact or artifacts. 
Trials containing those are rejected. Trials including ambiguous EMG-markers are rejected as well. The number of 
remaining trials for each subject is listed in Table 1 below. 
Table 1. Number of trials remaining after preprocessing of EEG data. 
Subject # Rest #EMG release #Cue release #EMG grasp #Cue grasp # Trials total 
1 78 60 64 55 56 313 
2  76 45 69 52 52 294 
3 65 51 65 11 74 266 
4 81 94 97 64 64 400 
5 33 37 37 34 35 176 
 
The preprocessed recordings are then loaded into the BCILAB interface. Here a paradigm for feature extraction 
and classification is chosen. An approach deploying spectrally weighted common spatial pattern (spec-CSP) as 
feature extraction and linear discriminant analysis as classifier show good results with motor classification. The data 
is band-pass filtered between 7Hz and 33Hz. This covers the beta and mu frequency band associated with motor 
tasks. The Spec-CSP then reduces the 14 channels down to 6 surrogate channels via filters that maximize variance 
for one class of trials while minimizing it for the other class. The log-variance of those surrogate channels are used 
as features for the LDA. The data used for this classification are intervals of the four second trials. The intervals are 
specified in relation to the markers based on EMG or on the markers related to the visual stimuli. The length and 
position of the interval are altered in halve second steps. The classification rates between release-rest, grasp-rest and 
grasp-release are calculated using 5-fold cross validation. The interval providing the best classification result is used 
[14]. This change of interval allows finding the part of data that holds the most relevant information for 
classification. Due to a trend of support vector machines used over LDA the best LDA matches for grasp vs. release 
using EMG markers are retrained on a SVM for comparison. 
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5. Results and Conclusion 
The best classification rates for grasp vs. release motion, depending on the data interval used, are displayed in 
Table 2. In addition the mean classification rates over all intervals are displayed for grasp vs. release and for 
grasp/release vs. rest. Intervals range from 0.5 seconds before the marker to 2.5 seconds after the marker. Longer 
intervals are not considered since the delay between EMG-markers and cue-markers reduces the actual length 
available below four seconds. 






Grasp vs. release 
Cue based  
Best 
Grasp vs. release 
EMG based 
Mean 
Grasp vs. release 
Cue based 
Mean 










(0.5s – 1.0s) 
56.5% 
(1.0s – 1.5s) 
48.0% 49.2% 62.5% / 58.5% 55.3% /56.6% 
2  59.5% 
(-0.5s – 0.0s) 
56.3% 
(0.5s – 1.5s) 
53.1% 50.0% 61.8% / 60.6% 58.0% / 59.2% 
3 68.2% 
(0.5s – 1.5s) 
57.9% 
(1.0s – 2.0s) 
60.3% 50.0% 52.7% / 70.6% 55.5% / 58.6% 
4 73.2% 
(0.0s – 0.5s) 
60.4% 
(-0.5s – 2.0s) 
55.9% 53.4% 73.1% / 75.5% 64.3% / 69.0% 
5 55.9% 
(-0.5s – 0.0s) 
58.7% 
(0.0s – 2.0s) 
47.7% 51.7% 48.3% / 55.2% 51.2% / 55.7% 
 
Compared to the guessing level of 50%, all recordings show better classification within certain intervals. Apart 
from two subjects the average classification rates also show better performance than guessing level. 
The classifiers using EMG based markers perform better than the ones based on cue related markers for subjects 
2, 3 and 4. For subject 1 the difference between the two approaches is minimal. The preliminary results of 5 subjects 
are promising and for that reason, further exploration seems viable. Larger studies need to be conducted to 
determine and confirm the statistical significance of the above results.  
A classification between the grasp and release versus rest allows better classification compared to grasp versus 
release movement. Due to both grasp and release sharing the similarity of being a motion, not shared with rest 
condition, this was expected. Yet it is shown that classification of grasping and releasing can be achieved using the 
Emotiv EPOC on isometric muscle contractions. A significant change in classification rate between LDA and SVM 
cannot be observed for EMG-marker based grasp vs. release movement. Compared to a classification of constant 
grasping/releasing vs. rest with a similar setup reaching above 90% classification, the isometric muscle contraction 
recorded here is less reliable to detect. While this might be due to the nature of the related brain activity, it may also 
be due to poor understanding of those activities and therefore usage of wrong filters.  
The EMG sensors for marker generation reach a classification rate of 98.2% between grasp, release and rest (33% 
guessing level). However this value is based on training data of subjects selected for the EEG recording. Therefore it 
should be seen as a required value from the subject, rather than an evaluation of the EMG system.  
In conclusion, a novel EMG-assisted approach has been developed for classification of EEG data from hand 
grasp and release movements. It shows feasibility for a more intuitive control of upper limb prosthetic terminal 
device using low-cost BCI without the risk associated with invasive measurement. 
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